
 

 

U-Bolt Dimensions – Inches 
Grinnel 120, Standard Chicago Style 

Plain = UB020---X--- Zinc = UB020---X---Z1 
 

Diameter C L T Pipe Size Weight Per 100 (w/ 2 nuts) 
1/4" - 20 9/16" 1-1/4" 3/4" 1/4" 5 
1/4" - 20 3/4" 1-1/4" 5/8" 3/8" 5 
1/4" - 20 3/4" 2-1/4" 1-1/2" 3/8" 7 
1/4" - 20 1" 1-3/4" 1" 1/2" 7 
1/4" - 20 1-1/8" 2" 1" 3/4" 7 
1/4" - 20 1-1/4" 2-1/4" 1-1/4" 3/4" 7.5 
1/4" - 20 1-1/2" 2-3/4" 1-3/8" 1" 9 
1/4" - 20 1-3/4" 3" 1-3/8" 1-1/4" 9 
1/4" - 20 2" 3-1/4" 1-3/8" 1-1/2" 9.5 
5/16" - 18 1" 2-3/16" 1-3/8" 1/2" 11 
5/16" - 18 1-1/8" 2-3/16" 1" 3/4" 12 
5/16" - 18 1-3/8" 2-3/16" 1" 1" 12 
5/16" - 18 1-1/2" 2-3/16" 1" 1" 12 
5/16" - 18 1-3/4" 2-11/16" 1-1/8" 1-1/4" 13 
5/16" - 18 2" 2-11/16" 1" 1-1/2" 14 
5/16" - 18 2-1/2" 3-3/16" 1" 2" 16 
5/16" - 18 3" 3-11/16" 1" 2-1/2" 18 
3/8" - 16 1" 2-1/4" 1-1/4" 1/2" 17.5 
3/8" - 16 1-1/4" 2-1/4" 1-1/4" 3/4" 18 
3/8" - 16 1-1/2" 2-1/2" 1-1/4" 1" 18.5 
3/8" - 16 1-3/4" 2-3/4" 1-1/8" 1-1/4" 20 
3/8" - 16 2" 2-5/8" 1-1/4" 1-1/2" 20 
3/8" - 16 2-1/2" 3-1/8" 1-1/4" 2" 24.5 
3/8" - 16 3" 3-5/8" 1-1/4" 2-1/2" 26 
3/8" - 16 3-1/2" 4-1/8" 1-1/4" 3" 30 
1/2" - 13 3" 4-1/2" 1-5/8" 2-1/2" 59 
1/2" - 13 3-1/2" 5" 1-1/2" 3" 64 
1/2" - 13 4" 5-1/2" 1-1/2" 3-1/2" 70 
1/2" - 13 4-1/2" 6" 1-1/2" 4" 75 
1/2" - 13 5-5/8" 7-1/4" 2" 5" 90 
1/2" - 13 6-3/4" 8-3/8" 2" 6" 101 
1/2" - 13 8-3/4" 10-3/8" 2" 8" 120 
*3/4" - 10 10-7/8" 13-13/16" 4" 10" 440 
*7/8" - 9 12-7/8" 16-1/16" 4-1/4" 12" 710 
*7/8" - 9 14-1/8" 17-5/16" 4-1/4" 14" 755 
*7/8" - 9 16-1/8" 19-5/16" 4-1/4" 16" 850 
*1" - 8 18-1/8" 21-11/16" 4-3/4" 18" 1245 

 
Grinnel 137, Long Tangent Style Plain = UB1020---X--- Zinc = UB1020---X---Z1 

    
Diameter C L T Pipe Size Weight Per 100 (w/ 2 nuts) 
1/4" - 20 1" 2-3/4" 1-1/4" 1/2" 8 
1/4" - 20 1-1/8" 3-1/8" 1-1/2" 3/4" 9 

5/16" - 18 1-3/8" 3-5/8" 2" 1" 16 
5/16" - 18 1-3/4" 4-1/2" 2" 1-1/4" 19 
5/16" - 18 2" 4-3/4" 3" 1-1/2" 20 
5/16" - 18 2-1/2" 5-5/8" 3" 2" 23 
3/8" - 16 3" 6-5/8" 3" 2-1/2" 41 
1/2" - 13 3-1/2" 8-1/2" 3" 3" 95 

 


